





LED TUBE CENTUM DRIVER ECO FROST

Technical Specifications

Comparable Beam Light Energy Power Ene.rgy . Nominal .
Power Lamp CCT . CRI Voltage Efficiency Size Base Article Number
Wattage Angle Output Consumption Factor Class Length

8W 18W 3000K 130° 720Im 8.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 600 mm T1-CE4-CU-24F32M
8W 18W 4000 K 130° 800Im 8.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 600 mm T1-CE4-CU-24F52M
8W 18W 6000K 130° 800Im 8.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 600 mm T1-CE4-CU-24F92M
12W 30W 3000K 130° 1080 Im 12.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 900 mm T1-CE4-GU-24F32M
12W 30W 4000 K 130° 1200 Im 12.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 900 mm T1-CE4-GU-24F52M
12W 30W 6000 K 130° 1200 Im 12.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 900 mm T1-CE4-GU-24F92M
15W 36W 3000K 130° 1350 Im 15.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T1-CE4-JU-24F32M
15W 36W 4000K 130° 1500Im 15.0 kwWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T1-CE4-JU-24F52M
15W 36W 6000 K 130° 1500 Im 15.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T1-CE4-JU-24F92M
18W 36W 3000K 130° 1800Im 18.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T7-CEL-MA-45F31M
18W 36W 4000 K 130° 1800Im 18.0 kWh/1000h 75 Typ.0.95 100-240V A+ T8 G13 1200 mm T7-CEL-MA-45F51M
18W 36W 6000 K 130° 1800Im 18.0 kWh/1000h 70 Typ.0.95 100-240V A+ T8 G13 1200 mm T7-CEL-MA-45F91M
22W 36W 3000K 130° 1980Im 22.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T1-CE4-NU-24F32M
22W 36W 4000 K 130° 2200 Im 22.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T1-CE4-NU-24F52M
22W 36W 6000 K 130° 2200 Im 22.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1200 mm T1-CE4-NU-24F92M
22W 58W 3000K 130° 1980 Im 22.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1500 mm T1-CE4-RU-24F32M
22W 58W 4000 K 130° 2200 Im 22.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1500 mm T1-CE4-RU-24F52M
22W 58W 6000 K 130° 2200 Im 22.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1500 mm T1-CE4-RU-24F92M
30W 58W 3000K 130° 2700 Im 30.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1500 mm T1-CE4-TU-24F32M
30W 58W 4000 K 130° 3000Im 30.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1500 mm T1-CE4-TU-24F52M
30W 58W 6000 K 130° 3000 Im 30.0 kWh/1000h 80 Typ.0.95 100-240V A+ T8 G13 1500 mm T1-CE4-TU-24F92M

* No dimming function.
*>100.000 times of switching cycle.
* Instant light up < 1 second.

* All measurement data subjected to 10% tolerance due to measurement equipment tolerance and accurancy.
*Variation of chromaticity coordinates within a six-step MacAdam ellipse or less.

* Lumen maintenance factor: L70

** Product specification subjects to change without prior notice
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